GB Repair regulations
CF500 Control valve disassembly
**GB CF500 Control valve disassembly**

- You have received from Cargo Floor an control valve as an exchange for a defective control valve. Please follow the instructions given below carefully to exchange the part correctly and as quickly as possible.

- The total disassembly/assembly time of the old/new control valve will require no more than 2½ hours.

<table>
<thead>
<tr>
<th>Required parts</th>
<th>Supplied</th>
<th>Reuse</th>
</tr>
</thead>
<tbody>
<tr>
<td>Control valve</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Choke</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Screw-in coupling ¾&quot;-20</td>
<td></td>
<td>4</td>
</tr>
<tr>
<td>Screw-in coupling 1&quot;-25</td>
<td></td>
<td>1</td>
</tr>
<tr>
<td>Sealing cap ¾“</td>
<td>3</td>
<td></td>
</tr>
<tr>
<td>Sealing cap 1”</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Sealing cap 16 mm</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Instructions for</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>shipping parts back</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- Required tools:
  - 3.5 mm screwdriver
  - Open-end spanner 10
  - Open-end spanner 17 (2x)
  - Open-end spanner 19
  - Open-end spanner 22
  - Open-end spanner 24
  - Open-end spanner 32
  - Open-end spanner 36
  - Open-end spanner 41
  - Open-end spanner 46
  - Torque wrench 0-50 Nm with cap 13
  - Copper grease

**Important information:**

- When possible draw in the cylinders to prevent damages to the cylinder rods;
- The **warranty** will not apply if prior permission has not been obtained from Cargo Floor B.V.! The system number must be mentioned in all correspondence when under warranty;
- The pump and electrical installation must always be switched off and the hoses and/or pipes between the pump and the Cargo Floor drive unit must have been uncoupled;
- Also uncouple the electrical connection (coiled cord of the lorry);
- Check the oil level after assembly;
- Check/replace the pressure filter!
- When sending back “defective” parts, follow the instructions given!
Remove the plug caps from the coils of the GS02 (on=unload/off) and G02 (load) valves. Use a 3.5 mm screwdriver.

**P-pipe disassembly**
Position an oil trough under the valve block to catch any leak-off oil. First, loosen the coupling screw on the front of the integrated valve; figure 1.0 (spanners 32 + 36). Disassemble the pressure filter of the support (4 x M8 x 25, spanner 13) and remove the pressure filter with the P-pipe. Ensure that dirt cannot enter the pipe when putting it aside. Cap off the outlet of the valve to avoid contamination; figure 3.0.
**T-pipe disassembly**

Position an oil trough under the valve block to catch any leak-off oil. First, loosen the coupling screw on the side of the control valve; figure 4.0 (spanners 41 + 46). Next, loosen the bolts of the pipe bracket, figure 5.0 (2 x M6 x 40, spanner 10), and remove the pipe. Ensure that dirt cannot enter the pipe when putting it aside. Cap off the outlet of the valve to avoid contamination; figure 6.0.
Threaded rod disassembly
Remove the bolts from the command lips; figure 7.0 (M6 x 50, 2 x spanner 10).
Loosen the nut on the mechanical front control plunger (Ø 16 mm) of the control valve. To achieve this, position a spanner 17 on the back of the control valve and another spanner 17 on the front of the valve; figure 8.0. Turn the threaded rod and remove it from the mechanical pre steering plunger; figure 9.0. If this is not possible because the spring is pressing against the command lip, first turn the 2 M10 (2 x spanner 17) nuts slightly back (away from the command lip).
Remark/Warning:
If the bolt on the back turn loose in stead of the nut on the threaded rod, screw a bolt without a spacer in the mechanical pre steering plunger (Ø 16 mm, figure 10.0). Next, position a spanner 13 on the flat sides of the cartridge. The bolt ensures that the hollow shaft cannot be compressed when a spanner is positioned on the flat sides.

Figure 10.0
Removing the G02 cartridge (load)

First, loosen the nut with which the coil has been mounted (spanner 19) and remove the coil (to ensure that the pins and the cartridge are not damaged); figure 11.0.

Next, unscrew the cartridge from the control valve (spanner 22).

Seal the opening again using the GS021 plug, which can be found next to the test connections in the block (spanner 24) (the code can be found on the valve); figures 12.0 and 13.0.
Removing pipes
Loosen pipe P5 (see: the pipes figure below and also the assembly instructions, page H1, hydraulic diagram and the instructions of use) on the side of the control valve (channel 4); spanners 32 + 36. Next, loosen the pipe P5 on the side of the common rail (rod side of the cylinder). Remove the ¾”-20 screw-in coupling from the control valve and cap off the channel.

Loosen pipe S5 on the side of the control valve (channel A1); spanners 32 + 36. Next, loosen the pipe on the side of the common rail (bottom side of the cylinder). Cap off the A1 openings and the openings in the common rail.

Slightly loosen the coupling screw of pipe Q5 on the side of the control valve (channel A1); spanner 32/36 (leave the nut positioned but in such a way that the pipe can turn in the coupling). Next, loosen the nut on the side of the common rail (rod side of the cylinder) in such a way that it can be unscrewed immediately manually). The pipe will remain attached to the valve block to ensure it can be presently used as a “handle”; figure 14.0.

Next, loosen the bolts of the common rail bottom side connection (4 x M 8 x 75, spanner 13, figure 15.0). Note: remove 3 bolts and allow the last bolt to somewhat remain in the thread. Now, support the valve with your hand and unscrew the last M8 bolt from the common rail. Subsequently, loosen the coupling screw on the common rail rod side. The control valve can now be removed. Cap off the channels of both common rails; figure 16.0.

Figure 13.1
Figure 14.0

Figure 15.0

Figure 16.0
Valve block assembly
The assembly of the valve block should be performed in the reverse order of the disassembly process. Please ensure that all caps from the oil channels have been removed when carrying out the assembly. Check that the channels are clean. Use copper grease for the assembly in relation to the bolts.
Tighten the bolts (4 x M 8 x 75, spanner 13) using 30 Nm.
Check whether the right choke is under the PB plug (refer to the arrow in figure 17.0) on the bottom of the control valve (figure 20.0 and 21.0).

Figure 17.0

Figure 18.0

Figure 19.0
If it has not been installed, a choke must be installed. You can transfer the choke from the disassembled block to the new block. You can also install the new choke that has been supplied. Ensure that the diameter of the hole agrees with the flow. Refer to the diagram below to obtain information about the size.

Suspend the valve (with the short pipe installed) between the common rails on the bottom and on the rod side. Position and turn the coupling screw on the screw-in coupling of the common rail on the rod side. Next, install the block on the common rail on the bottom using the 4 bolts (M8 x 75).
Install the other pipes (P5 and S5) and, when everything has been installed, tighten them. Tighten the 4 bolts (M8 x 75) of the common rail with a torque spanner (30 Nm). Next, first install the G02 cartridge with coil and afterwards the GS02 cartridge with coil. Connect the plug caps again.

Remark:

NOTE! The plug cap with the red LED should be position on the coil of the GS02 cartridge and the plug cap with the yellow LED should be positioned on the coil of the G02 cartridge (refer to figure 23.0).

With the DEUTSCH connector the black plug should be used for the GS02 coil and the grey plug for the G02 coil

For the DEUTSCH-connector see the changing solenoid with DIN-plug for a solenoid with DEUTSCH-plug instructions

Checking for leakage

After the control valve is connected, the threaded rod has to be mounted.

Before the threaded rod is adjusted the system has to be checked for leakage. In order to do this the bolts behind the springs have to be turned so far away that the commandlip does not put pressure on the springs. This will cause the system to go into overpressure. When the threaded rod is pulled out (plunger of the control valve is 12 mm out) and all three cylinders are positioned out, there will be pressure on the bottom of the cylinders.

When the Common Rail on the bottom side is without leakage, the threaded rod can be pushed in. When the cylinders are pulled in, the pressure will rise at the rod side. If the Common Rail at the rod side is also without leakage, one can adjust the threaded rod.

Attention! Do not test both directions longer than 5 seconds, this due to the development of heat in the oil. Hot oil can melt the seals.
ADJUSTING THE CIRCULATION VALVE

The Cargo Floor systems are already adjusted and tested when you take them over. In certain circumstances (moved combination valve) it may be necessary to check the adjustment. You can do this as follows:

**Necessary tools:**
- 2x spanner 17;
- High viscosity oil;
- Copper grease;
- Steel brush.

Check that the wire rod is fastened securely to the switchover valve plunger (see figure 33). If not, then screw the wire rod (1) as far as possible into the plunger and secure this with the contra nut (2) (spanner size 17).

Loosen nuts 3 and 4 (spanner size 17) and move these about 3 cm in the direction of the switchover valve. Now switch the pump on. The system will stop now at the point where the command lip no longer operates the switchover valve. Switch off the pump.

Now push the wire rod 1 in until the spacer ring 2 touches the switchover valve. Tighten nuts 3 and 4 so that the spring is fully tensioned, and secure them by tightening them against one another. Repeat this procedure for the other side.

**N.B. It is worthwhile spreading some copper grease on the wire rod 1.**
Once everything has been connected, test whether the system operates correctly. Test both loading and unloading during a few strokes and verify that all pipes are leakage-proof.

**Guarantee**

If you are of the opinion that the replacement in question should fall under the guarantee, then you must comply with a number of conditions. The defective component must be returned to us by prepaid post. A copy of the Cargo Floor packing slip for the new component must be included in the package. This packing slip must include the following information: the Cargo Floor system number, the number of articles which are being returned with their associated article numbers and a description of the nature of the failure. In addition you must include the name and the telephone number of the contact person within your company. If these conditions have not been met within one month of receipt, then we can no longer process your guarantee application.